
  

System Hardware configuration. 

  

Getting Started: 

Welcome to the ES7000 Model 7600R system. The following web site contains everything 

you'll need to plan and install your Unisys server quickly and easily. Here you can access all 

the information you need to plan, install, use, and support your new ES7000 Model 7600R 
server. We've structured the pages to lead you through the initial planning and installing 

processes. 

http://public.support.unisys.com/public/7600r/experience/index.htm 

 

  

Once the system is installed to the point where you can bring up the Service processor 

browser, than you can follow the following GUI  

screen sets to configure the system as the Unisys benchmark was configured. We used one of 
the clients as the workstation that connects to the system maintenance processors. 

  

Open a browser and enter the IP address of the management processor on cell 0 and enter 

the user name and password provided. 



 

  

After you log on the following screen will appear. The install of the system will have given you 

a partition with 4 cells.Click on Power Up/Down this will power up the partition and start 
booting the system. 



 

  

The following window will come up and display the current partition state. 



 

  

Click on Remote KVMS. This will being up a the KVMS window. 



 

  

Select the Windows operating system mode the click on Launch Partition Desktop (ActiveX 

Client). This will bring up a window so you can control the partition's keyboard, video, and 
mouse. 



 

  

When the system boots to this screen on the Partition Desktop window, press the spacebar to 
enter to the BIOS menu. 



 

  

Select the BIOS Setup option and press enter. 



 

  

Select OS Control and press enter. 



 

  

Set options as shown below and then press F10 key to save changes. Press F2 key to return 

to previous screen.   



 

  

Select Continue and press enter. 



 

  

Press enter to apply changes and reboot. Your BIOS settings are now complete. The system 

will reboot and you can continue with OS loading.  



 

  


